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1.  Top view of the iMETOS NB-IoT board 
 

 

Picture 1  -  Top view of the iMETOS NB-IoT Rev. 2.0 board (29-0330) 
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2.  Connecting the iMETOS NB-IoT board to the PC 
 

In order to access the terminal menu, user needs to connect the serial cable to the UART – PC 10 pin connector 

on the iMETOS NB-IoT board and the other end to the USB port of the PC. 

The iMETOS NB-IoT board needs to be connected to the power source (battery). 

 

 

Picture 2  -  Connected cable to the iMETOS NB-IoT board 
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3.  Accessing the terminal menu 
 

Serial port settings 

- Baud rate 9600 bps 

- Data byte 8 bits 

- Start bit 1 bit 

- Stop bit at least 1 bit 

- Parity  None 

 

3.1 Example of setting up TeraTerm terminal application 

 

1. Select the appropriate Serial port 

 

Picture 3  - Selec the Serial port 
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2. Navigate to Setup > Serial port and set the correct settings 

 

Picture 4  -  Setting up correct serial port settings 

2. Select Setup > Terminal and set New-line Transmit: CR+LF 

 

Picture 5  -  Setting up the line end format on Transmit 
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3. Press H to see the menu 

 

Picture 6  -  Main menu of the iMETOS  NB-IoT device 
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4.  Guide revisions 
 

GUIDE 
VERSION 

MODIFICATIONS 

1.00 - First release of the document. 

 

 


